
PostFast®

Danger
Causes serious eye damage 
Causes skin irritation

May cause allergic skin reaction 
May cause respiratory irritation

The Product

Reader PostFast® is the ideal time and 

effort saving solution for domestic or 

commercial applications such as fixing 

posts, road s igns or bollards, as no mixing 

with water is required before placing.

Quality

All Reader products are tested in accordance 

with specific procedures to ensure compliance 

to specification prior to despatch and 

are subject to the controls of a BS EN ISO 

9001 : 2015 approved quality system.

Packaging & Storage

Reader PostFast can be supplied in Bulk Tanker, 

20Kg plastic bags or 1tonne bags, palletised 

and shrink wrapped.

The packaging is 100% water proof but 

for best results the material should be stored 

clear of the ground,  under cover and 

unopened. The pallets should not be stacked 

more than two high with the material being 

used on a first in, first out basis.

For best results, store correctly and use 
within a 12 month period of manufacture.  

Mixing and Usage Guide 

Do not use when air temperature is below 

+5ºC or when ground is frozen. Do not mix

this product with any other cement, cement

admixture or similar products. Do not move

the post for at least 10 minutes until after

the product has set. For your comfort and

convenience wear gloves to avoid any material

contacting the skin.

1.  Dig a hole of sufficient depth for the post –
As a useful guide a 3m post should have 1m

below and 2m above ground level. Avoid

digging the hole in an ever widening neck.

The width of the hole should be at least x3

the diameter of the post.

2.  Place the post in the hole and fix in position.

Check for alignment with a spirit level. Stake

the post with supporting battens, leaving

your hands free for the rest of the job.

3. Empty half the contents of the bag into the

hole around the base of the post. Pour 1 litre

of clean water onto the Reader PostFast®. 

The best results are obtained when the
water is poured on the area directly

surrounding the post. Stop pouring when

the water ceases to soak away.
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4.  Now empty the remaining contents of the

bag into the hole and again, pour a further

1 litre clean water onto the Reader PostFast®

until the water ceases to soak away.

5.  After setting (approximately 10-15 mins

dependent on ambient temperature), the

batten supports can be removed. Ideally,

allow a further hour before attempting to fix

anything to the post as any movement may

weaken the concrete.

NOTE: Ensure all tools and equipment are 

cleaned thoroughly with water prior to the 

material setting.

Reader Cement Products Ltd cannot accept 

responsibility for unsatisfactory concrete where 

workmanship has not been carried out in 

accordance with good practice.

Health & Safety

Cement powder when mixed with water 

releases Alkali which may cause skin and eye 

irritation. We therefore advise the use of barrier 

creams, gloves and protective eyewear as a 

precaution when using these products. 

A further detailed Health and Safety Data Sheet 

for these products is available on request. 

Applications
n  For fixing posts, road signs and bollards

n  No requirement for mixing – just add water

after placing

n  As a guide a 2.4m post should have 0.6m

below and 1.8m above ground level. One

20kg bag of Reader PostSet will secure a

standard size fence post. Setting is

normally in 10-15 minutes but may be

longer in cold weather

A Portland cement containing calcium 
sulpho aluminate to give rapid hardening 
and setting properties:

For non-structural repair and maintenance 
where rapid hardening is required, e.g. fence 
posts, setting manholes, repairs to paths 
and steps

Suitable for concrete, mortar, rendering and  
floor screeds*

Takes foot traffic in 4-6 hours and vehicular 
traffic in 8-12 hours.

Fast Set is a rapid-setting and hardening 
Portland based cement. At present there is no 
appropriate British Standard for this product.
Fast Set is a quality-assured cement covered 
by the British Standards Institution Registered 
Firms Scheme.

Fast Set is for repair and maintenance in 
building work where rapid setting and rapid 
hardening properties are beneficial, e.g. 
concrete, mortar, rendering and or screed 
repairs

Typical uses are as follows:
Fast Set may be used in the range of traditional 
nominal mixes as for traditional Portland 
cement. Recommended mixes are available 
from the contacts overleaf.

Due to the rapid setting properties of Fast Set, 
it is recommended that it is placed as soon 
after mixing as possible, and that mixing time 
is no longer than that required for thorough 
mixing.

PROPERTIES

Portland cement based

Contains calcium sulpho aluminate to give 
rapid setting and rapid hardening properties

Sets soon after placing and gains strength 
rapidly to allow normal services to be 
brought back into operation in a working day

AVAILABILITY
Fast Set is available in 25 kg and 10 kg plastic 
bags throughout the United Kingdom.

STORAGE
This product should be stored unopened in 
cool conditions and should be stacked in a 
safe and stable manner. May be stored in either 
indoor or outdoor conditions. Information on 
the maximum storage period can be found on 
the bag.

Fast Set Cement

APPLICATIONS

Concrete drives and paths

Concrete steps

Fixing fence posts, railings and 
copings

Setting manholes

Repairing rendering and or screeds.



PostFast®

Danger
Causes serious eye damage 
Causes skin irritation

May cause allergic skin reaction 
May cause respiratory irritation

The Product

Reader PostFast® is the ideal time and 

effort saving solution for domestic or 

commercial applications such as fixing 

posts, road s igns or bollards, as no mixing 

with water is required before placing.

Quality

All Reader products are tested in accordance 

with specific procedures to ensure compliance 

to specification prior to despatch and 

are subject to the controls of a BS EN ISO 

9001 : 2015 approved quality system.

Packaging & Storage

Reader PostFast can be supplied in Bulk Tanker, 

20Kg plastic bags or 1tonne bags, palletised 

and shrink wrapped.

The packaging is 100% water proof but 

for best results the material should be stored 

clear of the ground,  under cover and 

unopened. The pallets should not be stacked 

more than two high with the material being 

used on a first in, first out basis.

For best results, store correctly and use 
within a 12 month period of manufacture.  

Mixing and Usage Guide 

Do not use when air temperature is below 

+5ºC or when ground is frozen. Do not mix

this product with any other cement, cement

admixture or similar products. Do not move

the post for at least 10 minutes until after

the product has set. For your comfort and

convenience wear gloves to avoid any material

contacting the skin.

1.  Dig a hole of sufficient depth for the post –
As a useful guide a 3m post should have 1m

below and 2m above ground level. Avoid

digging the hole in an ever widening neck.

The width of the hole should be at least x3

the diameter of the post.

2.  Place the post in the hole and fix in position.

Check for alignment with a spirit level. Stake

the post with supporting battens, leaving

your hands free for the rest of the job.

3. Empty half the contents of the bag into the

hole around the base of the post. Pour 1 litre

of clean water onto the Reader PostFast®. 

The best results are obtained when the
water is poured on the area directly

surrounding the post. Stop pouring when

the water ceases to soak away.

Reader Cement Products Ltd.
Kirkby Lane, Pinxton, Nottinghamshire, NG16 6HX, United Kingdom.
T: +44 (0)1623 518 350   E: info@reader.co.uk   W: reader.co.uk  
Issued 2017 – Replaces all previous versions

4.  Now empty the remaining contents of the

bag into the hole and again, pour a further

1 litre clean water onto the Reader PostFast®

until the water ceases to soak away.

5.  After setting (approximately 10-15 mins

dependent on ambient temperature), the

batten supports can be removed. Ideally,

allow a further hour before attempting to fix

anything to the post as any movement may

weaken the concrete.

NOTE: Ensure all tools and equipment are 

cleaned thoroughly with water prior to the 

material setting.

Reader Cement Products Ltd cannot accept 

responsibility for unsatisfactory concrete where 

workmanship has not been carried out in 

accordance with good practice.

Health & Safety

Cement powder when mixed with water 

releases Alkali which may cause skin and eye 

irritation. We therefore advise the use of barrier 

creams, gloves and protective eyewear as a 

precaution when using these products. 

A further detailed Health and Safety Data Sheet 

for these products is available on request. 

Applications
n  For fixing posts, road signs and bollards

n  No requirement for mixing – just add water

after placing

n  As a guide a 2.4m post should have 0.6m

below and 1.8m above ground level. One

20kg bag of Reader PostSet will secure a

standard size fence post. Setting is

normally in 10-15 minutes but may be

longer in cold weather

CONDITIONS OF USE

No attempt should be made to alter the set 
time of Fast Set by use of admixtures or 
inclusion of Portland cement

Fast Set may be used in the range of 
traditional nominal mixes as for traditional 
Portland cement

To achieve optimum performance from 
Fast Set in concrete or other products, it 
is essential that it is correctly specified and 
used

Recommended mixes are available from the 
contacts below

As with other cements in building work, 
there is no substitute for good practice 
and workmanship. It is essential to use the 
correct materials, proportion and mix the 
materials properly, add the correct amount 
of water, compact, cure and protect as 
appropriate

Normal hot and cold weather practice 
should also be followed

The  final  finish quality of this material will 
depend upon the operative having the 
required skills and a familiarity with the 
material and its application methods

Reader Cement cannot be held responsible 
where workmanship has not been carried 
out in accordance with good practice

Manual handling should comply with The 
Manual Handling Operations Regulations 
1992.

HEALTH AND SAFETY
Contact between cement powder and 
body  fluids (e.g., sweat and eye  fluids) 
may cause irritation, dermatitis or burns. For 
further information, including control of soluble 
hexavalent chromium, refer to the appropriate 
Tarmac Cement Health and Safety Information 
Sheets.

TECHNICAL SUPPORT
Further information and advice on this product 
and the full range of Reader Cement products 
can be obtained through the contacts listed 
below.

Fast Set Cement


